








W2-125
DUAL 15-INCH SUBWOOFER

The largest subwoofer of the WET II line, the W2-125 includes two

carbon fiber cone 15-inch cast frame Ferrofluid-cooled LF drivers

mounted to a vented enclosure.  This powerful subwoofer is a high

output, high sensitivity, vented low frequency speaker system with

extended low frequency response down to 30 Hz and a maximum

output of 125 dB SPL (132 dB peak).  Available in black or white

finishes to suit the application, the W2-125 subwoofer is ready to

complement all of Community’s full-range R-Series and WET II

loudspeakers with enhanced low frequency reproduction.  While its

weather-resistant properties make it ideal for installation in

amusement parks, sports arenas and swimming areas, the W2-125’s

contemporary design makes it just as appropriate for aesthetic

indoor installations as well.

WET125 subwoofer systems were chosen for low frequency
sound on Italy’s MSC Musica cruise ship based in Venice, as well
as Universal Studios Tours in Florida.

The design goal of Community’s WET Series was to create a

loudspeaker for long-term outdoor use in any climatic condition, yet

provide exceptional sound quality unrestricted by stringent weather

resistance requirements.  By providing high fidelity “indoor-quality”

sound out of doors in a resilient and attractive all-fiberglass

enclosure, the WET Series has found itself in tough-service

environments like Universal Studios Escape® Theme Park,

Walt Disney World’s Animal Kingdom, and Major League

Baseball’s Citizens Bank Park and Miller Park.  These and many

other installations have earned Community’s WET loudspeakers

worldwide regard as the industry’s premiere outdoor installation

product line.  Shown to the right from top to bottom are
WET loudspeakers at Dollywood Amusement Park in
Tennessee, the NFL Denver Broncos’ Invesco Field at Mile
High Stadium, Dodger Stadium in Los Angeles and
Baltimore/Washington International Airport.

The upgraded WET Series II from Community combines all of

WET’s original weather-defying characteristics with improved

styling and technology.  WET II is entirely constructed of corrosion

resistant materials like fiberglass, stainless steel, and carbon fiber,

using sophisticated technologies to ensure they will withstand

exposure to harsh environmental conditions.  WET II features

greater precision, tighter tolerance fit, improved acoustical linearity,

and a newly developed low-loss, low-distortion 200-watt high

fidelity autoformer for 70V/100V applications. 

W2-112
12-INCH SUBWOOFER

The W2-112 is the smallest of the three powerful subwoofers

included in the WET II line.  This high output, high sensitivity, vented

subwoofer system features extended low frequency response down

to 40 Hz.  With a single carbon fiber cone 12-inch cast frame

Ferrofluid-cooled driver mounted in a tuned vented enclosure, the

W2-112 has a maximum output of 116 dB SPL (123 dB SPL peak).

The W2-112 includes four ½-13 threaded inserts for use with

Community’s optional SSY25KIT mounting accessory.  The SSY25KIT

includes a 25.75-inch long steel yoke bracket for mounting a W2-112

subwoofer.  Like all  WET Series II models, the W2-112 includes a

transferable five-year product warranty against manufacturing

defects, plus a 15-year warranty on the structural integrity of its

robust enclosure.

WET112 subwoofers add appreciated low end to the sound
systems at Treasure Island in Las Vegas, Sea World in Florida, and
Minor League Baseball’s Clipper Magazine Stadium in
Lancaster, Pennsylvania.

W2-122
DUAL 12-INCH SUBWOOFER

The W2-122 subwoofer system, which includes two 12-inch cast

frame Ferrofluid-cooled drivers mounted in a tuned vented

enclosure, is another option for adding low end.  The powerful

drivers utilize a molded cone of carbon fiber.  With its relatively

compact size and weather-resistant properties, the W2-122 can easily

be included in a wide variety of outdoor and indoor applications to

add extended LF reproduction.  Sized identically to the W2-215 full-

range loudspeaker, the W2-122 also includes six ½-13 mounting

points for custom installation hardware.

W2-122 subwoofers augment low frequencies in many theme
parks in Florida.

Model W2-112 W2-122 W2-125

Loudspeaker Type Subwoofer Subwoofer Subwoofer

Drivers LF 1 x 12" LF 2 x 12" LF 2 x 15"

Nominal Dispersion 360º H x 180º V 360º H x 180º V 360º H x 180º V

Operating Range 40 Hz - 700 Hz 35 Hz - 600 Hz 30 Hz - 1 kHz

Frequency Response 50 Hz - 160 Hz (±2.5 dB) 40 Hz - 160 Hz (±1.5 dB) 35 Hz - 160 Hz (±3 dB)

Max Input Ratings 200W RMS / 500W PGM 400W RMS / 1000W PGM 400W RMS / 1000W PGM

Sensitivity 1W/1m 93 dB SPL 95 dB SPL 99 dB SPL

Crossover Frequency N/A N/A N/A

Maximum SPL 116 dB SPL

123 dB SPL (peak)

121 dB SPL

128 dB SPL (peak)

125 dB SPL

132 dB SPL (peak)

Nominal Impedance 8 ohms 4 ohms 4 ohms

Input Connection 16-2 SJOW (12 ft / 4m) 16-2 SJOW (12 ft / 4m) 16-2 SJOW (12 ft / 4m)

Enclosure Hand-laminated fiberglass Hand-laminated fiberglass Hand-laminated fiberglass

Finish Black or white gelcoat Black or white gelcoat Black or white gelcoat

Grille 3-layer Weather-Stop™ 3-layer Weather-Stop™ 3-layer Weather-Stop™

Rigging Provisions (4) ½-13 threaded inserts (6) ½-13 threaded inserts (6) ½-13 threaded inserts

Required Accessories Digital signal processor (DSP) Digital signal processor (DSP) Digital signal processor (DSP)

Supplied Accessories None None None

Optional Accessories SSY25KIT mounting kit None None

Dimensions -               Height

Width

Depth

13.75 inches (349 mm)

26 inches (660 mm)

14.5 inches (368 mm)

19.38 inches (492 mm)

33.63 inches (854 mm)

21 inches (533 mm)

24.38 inches (619 mm)

33.63 inches (854 mm)

24.25 inches (616 mm)

Weight 47.5 lbs (21.5 kg) 82 lbs (37.2 kg) 91 lbs (41.3 kg)
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R-Series • WET Series II

IN Stadium Sound

ALL-WEATHER / ALL-PURPOSE ALL-WEATHER / ALL-PURPOSE    
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Proven Leaders

IN Cruise Ship Sound IN Arena Sound IN Collegiate Sound

IN Race Track Sound IN Recreation Sound IN Convention Sound IN Security Sound

Cleveland Browns NFL Stadium, Cleveland, Ohio, USA MSC Musica Cruise Ship, Venice, Italy University of Guangzhou Arena, Guangzhou, China Washington College Kibler Field, Chestertown, Maryland, USA

NASA Space Shuttle Launch Pad, Cape Canaveral, Florida, USAConnecticut Convention Center, Hartford, Connecticut, USAHersheypark, Hershey, Pennsylvania, USAThe Singapore Grand Prix, Marina Bay Street Circuit, Singapore



Innovative design.  Legendary Sound.

R • Series     Wet • Series

loudspeaker systems

all-weather

all-purpose

premium
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